Standard products in stock SR series

BREEER SRV —X

SR0808 ‘ Shaft dia. (&%) 8 Lead()— K)8mm ‘ Ct7&Ct10 ‘
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Unit(B42) :mm 4
Ball Screw Specifications F&JT @
o)
Ball size R—IJL&& ¢ 1.5875 %
=
Number of thread 5% 2 v
Thread direction #%74m Right #&
Shaft root dia. 12 CEHAEE 06.7
Number of circuit {EER#K 1.6X2
Shaft, Nut material
8.7 M SCMATSH
Surface hardness HRC58~62
12 CEpREREE (Thread area)
Anti-rust treatment Anti-rust oil
BhEELER Uap
Unit(B4L) :mm
Shaft length Lead accuracy Basic Load Rating
R LERS ) — NIEE Total o Preload | EAERHBE N
Ball Screw Model | Travel |Grade Run-out pﬁ\ay Torque
A UBE  |ZAto—7| BE Travel deviation | Variation v shET X E FHEKNILZ | Dynamic | Static
[ L2 RRBHERE ZE Nm BEISTTE | BERTE
ep V300 U Ca Coa
SR0808-400R400C7| 330 Ct7 350 400 +0.06 0.05 0.120 ~0.020
- 2200 3800
SR0808-400R400C10| 330 | Ct10 350 400 +0.24 0.21 0.240 ~0.050

Note)Please designate end-journal profile with your sketch. ) EEOBITIERE S &EICTHRLEE L,
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