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1.1	 Product identification codes

Order sheet
                                                                                                                                                            

Size q25      q35     q45      q55      q65
Carriage type qLC    qLL    qSC    qSL
Number of carriages on the rail ………………

Set for top lubrication q DAL
Rail lenght ……………. mm

L5 (distance of first hole) ……………. mm

Joint rails: pieces lenght ……………. mm

Rail screwed from the botton q FB
Accuracy class qQ0     qQ1    qQ2     qQ3
Preload class qP2      q P3 

Caps type on request q TOMG  (Brass)  
q TAMG  (Steel)

Caps number ….. / rail

Additional end seals/wipers
q TPA   

q TPNBR 

q TPVIT
Long-life cartridge lubrication q TLL  

Lubricant type q Grease
q Oil 

Complete code:

 
   
 

   

MONOGUIDE MG BESTELLANGABEN  
   
M.720.03  D  

 
 
 
 
 
 
 
 
 

 

Kunde:                                                 Ort:                                        

 
 
 

Monoguide   
Baugrösse 25      35     45      55 

Typ Führungswagen LC    LL    SC    SL 
Führungswagen pro 
Führungsschiene  

x………  x………. 

Führungswagen Schmierung 
von oben 

 DAL 

Länge Führungsschiene ……………. mm 

L5  ……………. mm 
Führungsschiene mit 
Abdeckband  

                  (NP) 

Führungsschiene 
zusammengeschliffen 

 1        2         3  

Führungsschiene von  unten 
verschraubbar 

 FB 

Genauigkeitsklasse Q0     Q1    Q2     Q3 

Vorspannklasse P2       P3  

Gepaart   

Abdeckkappen 
 TP        (Kunststoff) 
 TOMG  (Messing)   
 TAMG  (Stahl) 

Anzahl Abdeckkappen …..Stück / Führungsschiene 

Zusatzabstreifer  TPA    

  TPNBR  

  TPVIT 

Vorsatzschmiereinheit  TLL   

Schmierung im Betrieb  
 Fett 
 Öl  

Bestellangabe komplett 
 

 
 
 
 
 
 
 
 

 
 
 
 

 
 
 
 

 

Lato rif. ALTO 

Lato rif. BASSO DAL  sx

DAL dx 

TTL  dx 

TTL  sx 

DAL sx 

DAL dx 

TTL  dx 

TTL  sx 

 
   
 

   

MONOGUIDE MG BESTELLANGABEN  
   
M.720.03  D  

 
 
 
 
 
 
 
 
 

 

Kunde:                                                 Ort:                                        
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L5  ……………. mm 
Führungsschiene mit 
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Führungsschiene 
zusammengeschliffen 

 1        2         3  

Führungsschiene von  unten 
verschraubbar 
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Abdeckkappen 
 TP        (Kunststoff) 
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 Fett 
 Öl  

Bestellangabe komplett 
 

 
 
 
 
 
 
 
 

 
 
 
 

 
 
 
 

 

Lato rif. ALTO 

Lato rif. BASSO DAL  sx

DAL dx 

TTL  dx 

TTL  sx 

DAL sx 

DAL dx 

TTL  dx 

TTL  sx Ref. side HIGH

Ref. side LOW

TLL sx DAL dx

DAL sx

TLL sx

TLL dx

DAL dx

DAL sx TLL dx

MG 35 SC 2 Q1 P2 --L598
Product type

Block type
SC: narrow-short
SL: narrow-long

LC: wide-short
LL: wide-long

Number of  carriages on the rail

Rail size (25,35,45,55,65)

EA: Extra Coupling
FB: Fixing from
       the Bottom

Accuracy class (Q0, Q1, Q2, Q3)

Rail lenght (mm)

Preload  (P2, P3)




